
NEON FLEX

- 2835 Chipset LED Strip  
- 24 Volt DC : 5 mtr Roll 
- IP 67 Bendable UV Proof 
- 3000 or 4000k White / RGB (5050) 
- 10mm Strip Width 
- 3 Years Warranty 
- Must be mounted in LED profile 

Meer info ? 


Project Zero 
Windhoek 29 - 8790 Waregem 

T +32 56 711 501

E sales@project-zero.be

www.PROJECT-ZERO.be 

Flex IP68 24V 10x18 14,4 W/mtr - Silicon DOT free
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* Exceeding maximum ratings for operating and storage temperature will reduce expected life time or destroy the LED Modules.
* Exceeding maximum ratings for operating voltage will cause hazardous overload and will likely destroy the LED Modules.
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MINIMUM/MAXIMUM WORKING CONDITIONS

Working Temperature (°C)

Storage Temperature(°C)
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SAFETY WARNING

V0-July-2018
www.ledmy.com

+86 (755) 27658410 sales@ledmy.com Page 4 of 5SHENZHEN LEDMY CO.,LTD
Marketing Center: Room1503-1505, Block 2, Excellence City, Zhongkang Road, Futian District, Shenzhen City, Guangdong Province, PRC 518049
Manufacturing Center: LEDMY lndustrial Park,Tongren Road,Longbeiling Industrial Zone,Tangxia Town, Dongguan City, Guangdong Province, PRC 523715Dongguan City, 
GuangdongProvince, PRC 523715  

Install in accordance with national standards and local electrical codes.
This product must be installed and maintained by a qualified electrician.
Only install it with Class 2 DC constant voltage driver , Do not use this product if it does not comply with Class 2 standard.

The power of drive must meet the output of the rated power, and do not exceed the specified output power.
Use a cable with rated temperature at least 80 ° C and be certified for external connection of the electrical equipment.
Improper electrical installation may cause the cable to overheat and cause a fire. Please use a suitable cable between the driver, the 
lamp, and the controller. When selecting a wire, the voltage and current must meet the rated values.
The LED module itself and all its components must not be mechanically stressed.

Assembly must not damage or destroy conducting paths on the circuit board.
To avoid mechanical damage, the LED modules should be attached securely to the intended substrate. Heavy vibration should be avoided.
Installation of LED modules (with power supplies) needs to be made with regard to all applicable electrical and safety standards. Only 
qualified personnel should be allowed to perform installations.
Observe correct polarity!  Incorrect polarity will lead to no light emission and may cause damage of the LED module.   

Parallel connection is highly recommended as safe electrical operation mode. Serial connection is not recommended. Unbalanced voltage 
drop can cause hazardous overload and damage the LED module.   

When mounting on metallic or otherwise conductive surfaces, there needs to be a electrical isolation at soldering points between module 
and the mounting surface. 
Pay attention to ESD steps when mounting the module.
Please ensure that the power supply is of adequate power to operate the total load.

Damage by corrosion will not be honored as a materials defect claim.  It is the user’s responsibility to provide suitable protection against 
corrosive agents such as moisture and condensation and other harmful elements.
For applications involving exposure to humidity and dust the module must be protected by a fixture or housing with a suitable protection 
class.
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* The given data are typical values. Due to tolerances of the production process and the electrical components, values for light output and electrical power can vary up to 10%.
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DIMENSION

Tolerance
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L1 = 5050mm - L2 = 50mm for 24V / L1 = 50mtr - L2 = 1mtr for 220V
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